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AERONTEC 

 

TERMS AND CONDITIONS OF SALE 

 

1. Validity: 

Prices valid for 30 Days, after quotation date. 

 

2. Pricing: 

Prices quoted are EXCLUDING 14% VAT, unless otherwise indicated. 

All unit prices based upon quantities indicated. Should the official order vary from quoted 

quantities, we reserve the right to adjust our pricing accordingly. 

 

3. Technical: 

The Technical data sheet shall be supplied. While all the information and recommendations in the 

data sheets are, to the best of our knowledge, information and belief, accurate at the date of 

publication, nothing therein is to be construed as a warranty, express or otherwise. In all cases, it is 

the responsibility of the user to determine the applicability of such information and 

recommendations and the suitability of any product for its own particular purpose. Variations in 

environmental conditions, changes in procedure of use, or extrapolation of data may cause 

unsatisfactory results. 

 

4. Credit Terms: 

Thirty (30) days net from date of statement for approved account holders, otherwise by 

arrangement. A fifty percent (50%) deposit is required on order confirmation for non-stock 

or specially ordered items with the balance payable thirty (30) days from date of invoice. In the 

event of cancellation, the deposit will be forfeited.  

 

5. Non-Account Sales: 

Full payment upfront is required. Goods will not be dispatched until payment has been cleared. 

Payment options with clearance periods: Electronic transfers, cash deposits - Two (2) days. 

 

6. Returns: 

A 10% handling fee will be charged for all goods returned. Returns will not be accepted on items 

specially ordered as per customer requirements. 

 

7. Exchange rates: 

Quoted pricing calculated at the prevailing rates of exchange. Any adverse fluctuations in exchange 

rates will unfortunately be for the customer’s account. 

 

8. Lead time: 

As per quotation. 

 

9. Note: 

When selecting a product, the total system design must be considered to ensure safe, trouble free 

performance. 


